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Abstract. A new concept for the direct measurement of muons in air showers is presented. The concept is
based on resistive plate chambers (RPCs), which can directly measure muons with very good space and
time resolution. The muon detector is shielded by placing it under another detector able to absorb and
measure the electromagnetic component of the showers such as a water-Cherenkov detector, commonly
used in air shower arrays. The combination of the two detectors in a single, compact detector unit provides
a unique measurement that opens rich possibilities in the study of air showers.
PACS. XX.XX.XX No PACS code given
1 Introduction
Over the last decade, the results from the Pierre Auger
Observatory [1] and Telescope Array [2] have greatly ad-
vanced our understanding of the highest-energy cosmic-
rays. Despite this fact, several fundamental questions re-
main to be tackled by the upgrades of current experiments
or by the next generation of experiments. The determina-
tion of the nature of these highest-energy particles is one
of the biggest challenges, and an essential ingredient for
the astrophysical interpretation of the data [3].
At the highest energies, cosmic-rays are scarce and
measured indirectly through the detection of extensive air
showers (EAS). Large air shower based only on one de-
tector technique have limited capabilities for separating
Send offprint requests to:
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the electromagnetic and muonic shower components. The
muon component of air showers is both rich in valuable
information and poorly known. Muons carry information
from the first few, high-energy, interactions in the shower.
Together with the depth at which the shower reaches its
maximum (Xmax), the number of muons in the shower
(Nµ) can play a crucial role in the determination of the na-
ture of the primary. To obtain as much information as pos-
sible from the showers, disentangling the electromagnetic
and muonic components, is paramount for composition
studies [4]. In particular, a direct and accurate measure-
ment of the muon component would be a breakthrough.
For the bulk of air showers, information on the muonic
component is currently obtained using indirect methods,
which lack precision and direct validation. The first mea-
surement of the mean number of muons in inclined ultra-
high-energy air showers is presented in [5]. The sensitivity
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of the number of muons to the cosmic-ray mass composi-
tion is demonstrated, and a muon deficit in model predic-
tions is observed. To fully explore the constraining power
of muon measurements in mass composition, the appar-
ent muon deficit in air shower simulations needs to be un-
derstood and the uncertainty on the muon measurement
further reduced. Improvements in the description of the
muonic component will also reduce the systematic uncer-
tainty in the simulation of the other shower components.
Measurements presented in [6] further support that the
observed muonic signal is significantly larger than pre-
dicted by models. The discrepancy between models and
data can only be elucidated by extending this type of
event-by-event analysis to include observables with com-
plementary sensitivity to hadronic physics and composi-
tion, such as muonic variables, and by improving the abil-
ity of detectors to separately measure the muon and elec-
tromagnetic components of the ground signal. Further-
more, studies show that the energy evolution of the mo-
ments of Xmax and Nµ can be used to assess the validity
of a mass composition scenario, surpassing current uncer-
tainties on the shower description [7].
In short, current muon measurements are not well de-
scribed by models and, while this raises interesting ques-
tions concerning hadron interaction at the highest ener-
gies, large uncertainties come along in the inference of
composition. A direct and accurate measurement of the
muon component with 100% duty cycle would allow us to
have composition sensitivity on a shower-by-shower basis,
to study hadronic interactions at the highest energies, to
improve the sensitivity to photon primaries and to bet-
ter understand and reduce the systematic uncertainties of
many different measurements.
In this paper we introduce MARTA, an innovative con-
cept combining high-accuracy muon measurements pro-
vided by resistive plate chambers (RPCs) with the calori-
metric measurement of standard air shower detectors. Whi-
le MARTA is a generic detector concept, a detailed im-
plementation for the Pierre Auger Observatory has been
developed and is used in this work to provide concrete and
realistic performance expectations.
This paper is organized as follows. In section 2, the
MARTA concept is presented. The generic detector unit
layout and the choice of RPCs are explained. In section
3, details on the built prototypes and performed tests are
given. Performances are discussed in section 4. Finally, in
section 5, prospects and conclusions are drawn.
2 Concept and design principles
2.1 MARTA concept and design
MARTA (Muon Array with RPCs for Tagging Air show-
ers) is a hybrid detector concept that combines the infor-
mation from RPCs with data from another detector able
to perform a calorimetric measurement of air showers. The
RPCs are placed under the calorimeter, using it as an ac-
tive shield to most of the electromagnetic shower compo-
nent, and thus allowing the RPCs to assess directly the
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Fig. 1. The MARTA concept: the RPC is placed under a
calorimetric detector that provides active shielding.
muons in the shower. The calorimeter is sensitive both to
electromagnetic and muonic components of the shower. As
such, it can be used to trigger more efficiently. A schematic
view of a MARTA unit is shown in figure 1.
The absorption of the shower electrons and gammas
depends on the quantity of matter over the RPCs. It was
observed, using dedicated simulations, that a mass over-
burden of the order of 150 g cm−2 is sufficient to grant the
accurate reconstruction of the muon component in a wide
range of energies and zenith angles. The high segmenta-
tion of the RPCs allows for the definition of fiducial areas.
These fiducial areas, defined selecting RPC pads, are cho-
sen taking into account the effective mass overburden over
each individual pad. This quantity depends on the arrival
direction of particles, which can be estimated from the
reconstructed shower direction, as shown schematically in
figure 2. The purity of the muonic signal increases with
the mass overburden, as the electromagnetic contamina-
tion decreases. It should be noted, however, that also the
energy threshold for muon detection increases with the
mass overburden [8].
The hybrid concept of MARTA not only allows for the
separate measurement of the shower components, giving
additional insight on the shower development mechanisms,
but also enables a better control of systematic uncertain-
ties inherent to each detector through, for instance, cross-
calibrations.
2.2 The Choice of RPCs
RPCs are widely used in nuclear and particle physics ex-
periments. These gaseous detectors have shown to be ro-
bust, while having a high particle detection efficiency. More-
over, they are relatively low-cost detectors that can eas-
ily offer excellent spatial and time resolutions [9]. In the
recent years much R&D on the ability to run RPCs in
outdoor environments and with low maintenance has been
performed [10,11]. The results demonstrate that RPCs are
a good candidate to be used in cosmic-ray experiments.
RPCs are composed of millimetre-thick gaseous vol-
umes that are contained by highly resistive parallel plates.
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Fig. 2. Slant mass crossed before reaching the MARTA RPCs
under a 150 g/cm2 vertical water equivalent mass, for incident
particles at 40◦ zenith angle.
High-voltage (HV) electrodes are applied to these plates,
creating an intense and uniform electric field. The passage
of ionising particles through the detector creates avalanches
of electrons which induce signals in the readout electrodes.
The high resistivity of the plates prevents electrical dis-
charges, which would affect all the detector.
RPCs have significant advantages with respect to more
conventional detectors, as for example scintillators, partic-
ularly concerning cost and feasibility. Moreover, the seg-
mentation level is very flexible and constrained essentially
by the readout. The signal pickup electrodes are physi-
cally separated from the sensitive volume. This approach
allows us to achieve high-voltage insulation and gas tight-
ness, reducing considerably the number of feedthroughs.
An aluminium case is used to host the RPC, the Data
Acquisition system (DAQ), the high-voltage and monitor-
ing systems. Details on the design of the assembled and
tested prototypes are presented in section 3. The MARTA
design is based on a multi-gap gaseous volume. The us-
age of thin gas gaps guarantees fast detector response to
avalanche development, yielding very good time resolu-
tions. Moreover, the multi-gap approach enhances detec-
tion efficiency. The chambers require low gas flux and use
tetrafluorethane (R-134a), a common refrigerator gas, and
the main component of the mixture used in most modern
RPC installations.
The MARTA concept also has advantages when com-
pared to muon detectors buried underground, below an air
shower detector. Firstly, the energy threshold for muons
remains essentially the same in the MARTA sub-detector
(WCD + RPCs), while it would differ considerably be-
tween underground detectors and surface ones. The im-
plementation of MARTA would also consume much less
time and resources. Finally, as mentioned before, the de-
tection of the same particles by both detectors provides
an invaluable tool both to understand the detector perfor-
Fig. 3. The MARTA implementation for the Pierre Auger
Observatory: the RPCs (in brown) are placed under the water-
Cherenkov detector (in green) which provides active shielding
and trigger. The concrete support structure is shown in black.
mance and to further exploit the shower physics. Other in-
teresting possibilities for combined measurements include
photon primary identification and air shower physics near
the core.
3 Implementation and prototypes
3.1 A MARTA baseline design
A possible design of MARTA has been elaborated in de-
tail for the Pierre Auger Observatory. Several prototypes
have been built and tested both in laboratory and in the
observatory site.
At the Observatory, MARTA units would be installed
at the entire surface array under the water-Cherenkov de-
tectors (WCD). The WCD would remain unchanged, act-
ing as shielding for the electromagnetic shower compo-
nent, and sitting on top of a concrete structure hosting
the RPC modules. The water (1.2 m depth) and the con-
crete (20 cm thickness) correspond to a mass overburden
of 170 g/cm2. A schematic view of the MARTA imple-
mentation for the Pierre Auger Observatory is displayed i
figure 3.
RPC unit
The baseline configuration foresees four RPCs per tank.
The structure of each chamber is as follows:
– An area of 1.2 x 1.5 m2, for a total of over 7 m2 of
RPC per WCD;
– A total of three resistive plates made of soda-lime
glass, each 2 mm thick, mounted on top of each other;
– The resistive plates are separated by 1 mm gaps for
the gas, making it a double gap chamber, filled with
R-134a;
– The detector is glued to an acrylic box of 3 mm thick-
ness;
– The readout plane is external and segmented in 8 x 8
pickup electrodes (pads), each with dimensions 14 ×
18 cm2 and separated by a 1 cm guard ring;
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Fig. 4. Photos and scheme of the RPC detector. Top row:
1.2 x 1.5 m2 RPC (left) with detail of the gas-tight plastic box
(right). Middle row: cabled pad plane (left) and I2C (Inter-
Integrated Circuit) sensors placed above (right). Bottom row:
scheme of the RPC box (1), readout plane (2), I2C sensors
layer (3), aluminum case base, cover and junction (4a, 4b, 5),
and feedthroughs for gas and high-voltage (6).
– Coaxial cables transmit the signal induced in each pad
to the DAQ.
In figure 4, pictures and a scheme of the RPC unit are
shown. The high-voltage electrode and the active detec-
tor layers are enclosed inside the acrylic box, guarantee-
ing high-voltage insulation and gas tightness. Only two
feedthroughs for the gas and two for the high-voltage are
required. The asymmetric design, with the readout elec-
trode in only one side of the gaps, has the advantage of
easing the cabling by having it only at one side of the
detector.
Data acquisition system
A new front-end acquisition system [12] was developed
for MARTA RPCs. It is a hybrid system capable of count-
ing active RPC pads and measuring the charge induced
in the detector. To comply with the strict demands of
MARTA operations in the field, the system was designed
to be low-power consuming (a few Watts per RPC), com-
pact (due to space limitations inside the aluminium case),
stable and reliable, for low maintenance operation. These
requirements made a system based on an application spe-
cific integrated circuit (ASIC) the most appealing option.
The Multi-Anode Readout Chip, MAROC 3 [13],is a low
power (3.5 mW per channel) and compact (16 mm2) ASIC
that fulfills all the stated criteria with 64 input channels,
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Fig. 5. Photo of the MARTA DAQ and schematic of its main
components.
64 discriminated outputs and that can measure charges
up to 15 pC.
The ASIC counts particles by applying a simple thresh-
old to the signal after a preamplifier and a fast shaper. To
measure charge, a slow shaper is applied to the signal after
the preamplifier. The slow shaper peak is then converted
to digital using an analog to digital converter (ADC) and
taken as the charge induced in the RPC. Both measure-
ments have been tested in [12]. The results show that the
DAQ can measure the fast RPC signals without introduc-
ing any unwanted inefficiencies in the setup.
A low power field-programmable gate array (FPGA)
processes and stores the ASICs digital outputs. It is also
responsible for all the communications using low voltage
differential signalling (LVDS) lines. These lines, connected
to a concentrator central unit, are also used for trigger in-
terface. Alternative communication with a PC via USB
is also available and mostly used for debugging. Addi-
tional features are available to increase the system flex-
ibility, namely an analog acquisition of the sum of the
RPC signals, environmental and power monitoring as well
as multi-purpose input and output ports. In figure 5, a
picture and a scheme of the MARTA DAQ are shown.
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3.2 Prototype construction and test
Several prototypes of MARTA RPCs were built in the
LIP-Coimbra workshops according to the aforementioned
specifications, following the requirements for counting in-
dividual muons in extensive air showers. These have been
tested indoors and outdoors, including at the Pierre Auger
Observatory site, with the objective to study the long-
term behaviour of the detector, evaluating its resilience to
the environmental conditions and monitoring the opera-
tional parameters.
The initial laboratory tests were conducted with pure
R-134a gas at very low flow rate, of the order of 0.4 cm3/min
or 1 kg/year, with the purpose of evaluating the impervi-
ousness to humidity [10]. The background current, mea-
sured directly from the HV power supply, was chosen as
the parameter to monitor the detector conditions, since
it depends not only on the gas ionization rate and mean
charge per ionization, but also on additional contributions
from leakage currents. There was no observed increase in
the background current with the detector immersed in
water for two weeks. Moreover, detector operation was
achieved with a fraction of streamers below 10% and high
detection efficiency for cosmic-rays. The background cur-
rent was also monitored during seven months in a chamber
placed outdoors, showing no strong dependence on the de-
tector gas pressure or relative humidity.
The indoor tests were prolonged for nine months, using
gas flow rates of 1, 4 and 12 cm3/min. A detection effi-
ciency of the order of 90% was observed in all cases [14].
This value coincides with the fraction of the detector sen-
sitive area that is covered by the readout pads, meaning
an almost 100% intrinsic detection efficiency for cosmic
muons. Moreover, the efficiency dependence on the detec-
tor reduced electric field was measured, a curve which is
to be used for keeping track of the efficiency in the fi-
nal measurement conditions. Also, some prototypes were,
for the first time, installed outdoors at the Pierre Auger
Observatory site, where large daily variations in tempera-
ture and pressure occur. Nevertheless, after four months of
operation, a temperature variation in the detector (6◦C)
much lower than the ambient thermal amplitude (28◦C)
was observed, which is explained by the thermal inertia of
the tank with its concrete support structure, as predicted
by a thermal simulation.
Later software developments allow to dynamically ad-
just the applied high voltage in function of the average
pressure and temperature, to keep a constant value of the
reduced electric field. The main results of these develop-
ments, reported in [11] and [15], were the confirmation of
small daily thermal amplitudes in the detector and a re-
markable stability of the efficiency, at the level of 85%,
measured during nearly one year of operation in the field.
Constant and uniform efficiency across all the detection
area, independent of the temperature or pressure gradi-
ents, was also observed. After almost two years of field
measurements at the Pierre Auger Observatory, it has
been shown that these RPCs can be operated in a harsh
outdoor environment, and perform suitably for a cosmic-
ray experiment.
During the test phase, two applications of this detector
concept were started. The first consisted in studying the
response of an Auger water-Cherenkov detector (used for
tests) to atmospheric muons, by using a hodoscope built
with RPC prototypes and custom-made electronics [16],
with very successful results [17]. A first shower-dedicated
measurement is in progress.
4 Expected performance
MARTA is a generic detector concept designed to fulfil
the requirements of large high-energy cosmic-ray exper-
iments. A detailed implementation for the Pierre Auger
Observatory has been developed and is used in this work
to provide concrete and realistic performance expectation.
A detailed simulation of this implementation of MARTA
has been performed using the GEANT4 toolkit [18], ac-
cording to the baseline design described in section 3.1.
4.1 MARTA unit
A measurement of the number of muons can be obtained
from each individual MARTA detector unit. The first crude
estimator of the number of muons is the number of hits in
the pads within a fiducial area defined as the set of pads
in a given shower that have a slant mass greater than a
chosen value. The number of pads within the fiducial area
is then a function of the shower geometry. In figure 6, an
example of a trace in the MARTA RPCs is shown and
compared with the traces in the water-Cherenkov detec-
tor. The muonic signal separation as a function of the pad
overburden is also shown. For a threshold value of 167
g/cm2, all the pads located below the shielding detector
are contained in the fiducial area for a vertical shower,
while only 2/3 of the total, i.e., 166 pads, if θ = 40◦.
The RPC segmentation and the chosen readout elec-
tronics allow for the digital counting of muons with a time
resolution of 5 ns and a position resolution limited by the
pad dimensions. For the baseline design described in sec-
tion 3, this corresponds to a maximum particle density
of 35.6 per m2 (assuming that all particles arrive at the
same time). This density is equivalent to that of muons
at about 500 m from the shower axis for a proton shower
with E = 1019.5 eV and θ = 40◦. Due to the spread of the
muon arrival times and the small dead time of the readout,
pile-up effects become relevant only at smaller distances
and the number of muons can be successfully recovered,
in the case exemplified, down to about 300 m by applying
dedicated algorithms [19]. For the purpose of measuring
the signal very near the shower core at the highest ener-
gies, the analog channel is expected to provide counting
capabilities up to 20000 particles per RPC.
The bias and the resolution of the reconstructed muon
signal have been estimated using the digital mode only
and no pileup correction. A bias (due to electromagnetic
signal contamination) of around 20% is, as expected, seen
down to a distance to the core of 500 m. Below 500 m, the
pileup effect starts to be visible and must be corrected
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Fig. 6. Top: Example of a MARTA simulated trace – the
simulated WCD and RPC trace are shown; Bottom: Separation
of the electromagnetic and muonic shower components in a
simulated MARTA unit.
for. At E = 1019 eV, the resolution in reconstructing the
muonic signal is below 20% in most cases up to 1000 m,
while for higher distances its value increases due to the
higher relative fluctuations of the signals.
The atmospheric muon flux can be used to monitor
and calibrate the efficiency of the pads. Estimations of
background muons per pad are of the order of 5-7 Hz. In
fact, as shown in figure 7, the number of particles in each
pad per minute is higher than 300, which means that a
statistical precision of 1% is reached every half an hour.
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4.2 MARTA array
Many possibilities arise from the knowledge of the arrival
position and time of individual muons in MARTA stations.
Some of the main aspects are outlined below.
From muon density to composition
In figure 8 is shown the lateral distribution function (LDF)
obtained by the MARTA RPCs for a simulated proton
shower with E = 1019.8 eV and θ = 38◦ simulated with
CORSIKA [20] and QGSJET-II.04 [21]. The LDF, which
represents the density of particle at a given distance from
the shower core, was, in first approximation, parameter-
ized by [1]:
ρLDF (r, β) = ρ1000
( r
1000
)β
·
(
700 + r
1000 + 700
)β
(1)
where the parameters S1000 and β represent, respectively,
the normalization and the shape. In the fit, β was fixed to
-2.1.
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Fig. 9. Top: Average MARTA LDF (over 300 events) for
different primaries with QGSJET-II.4 at E = 1019 eV and
θ = 38◦; Bottom: ρ1000mean and βmean.
In figure 9(left) the average LDF for proton and iron
QGSJETII showers at E = 1019 eV and θ=38 ◦ is shown.
A net separation is visible. It is then possible to fit such
average distributions taking as free parameters both S1000
and β (ρ1000mean and βmean). In figure 9(right), ρ1000mean
and βmean for proton and iron primaries at E = 10
19 eV
and E = 1019.8 eV are shown. A clear separation between
proton and iron is observed, showing that βmean may be
a powerful variable to assess the beam composition.
Fitting the individual muon LDF distributions, and
fixing β as a function of the zenith angle, one obtains for
each shower ρ1000, the measured muon density at 1000 m
from the core (ρ1000MARTA). The β parameter was obtained
from a mixed composition simulation (50% proton and
50%iron). The bias and resolution with respect to the true
muon density are shown in figure 10, for different primary
types at θ = 38◦, for E = 1019 eV and E = 1019.8 eV.
In figure 11 we show the distributions of ρ1000MARTA for p
and Fe at different angles and for two energy values.
From muon production depth to composition
In the muon production depth (MPD) technique, the shower
geometry is combined with the arrival times of muons to
reconstruct the longitudinal profile of muon production
[22,23]. The direct detection of muons opens great pos-
sibilities to extend the use of this technique. In particu-
lar, the combination of the reconstructed shower geometry
with the muons arrival times with respect to the shower
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front allows for the determination of the muon produc-
tion depth profile. The maximum of this profile is a known
composition-sensitive variable [24] which could add rele-
vant information about the hadronic interaction processes
that rule the shower development. As an example, the
depth of the maximum of the MPD for proton and iron
showers is shown in figure 12, for θ = 38◦ and two dif-
ferent primary energies. MPD systematics would benefit
from the excellent time resolution, and the technique could
be applied to a much larger set of showers.
4.3 Combined measurements
The redundant use of the two sub-detectors, detecting
the same portion of the shower at consecutive depths,
opens several possibilities for systematic studies and cross-
calibration, reducing global uncertainties associated with
the measurements. Additionally, there is the possibility to
explore new variables and increase the amount of recon-
structed information by cross-analyses between the two
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Fig. 11. ρ1000MARTA distributions for proton and iron primaries at different zenith angles (from left to right, θ = 21
◦, 38◦, 52◦
with E = 1019 eV (top plots) and E = 1019.8 eV (bottom plots) obtained with QGSJET-II.04.
Fig. 12. Xµmax distributions for proton and iron simulations
at θ = 38◦ with E = 1019 eV (left) and E = 1019.8 eV (right)
obtained with QGSJET-II.04.
sub-detectors, benefiting for example the precision of the
energy spectrum measurement or the sensitivity to pho-
ton primaries, which have a much-reduced muon content
compared to hadron primaries [25].
While a detailed exploitation of such possibilities is out
of the scope of this concept paper, we give as an example
the impact on the energy reconstruction of correlating the
information of the two detectors to disentangle the muonic
and electromagnetic shower components. The electromag-
netic and muonic contents of the shower can be estimated
performing combined fits to the LDFs measured both in
the RPC fiducial and non-fiducial areas as well as in the
water-Cherenkov detector. The fitted parameters Sem and
Sµ should be proportional, respectively, to the total elec-
tromagnetic energy and the total number of muons in the
shower. In figure 13 an example of such a fit is shown.
Taking advantage of the excellent timing of RPCs, the
trajectory of single EAS muons can be reconstructed us-
ing an MPD-like algorithm. The RPC segmentation allows
one to determine the path of the muon through the SD
tank, and the track length can be reconstructed with a
resolution of around 6%. With this information, one can
compare the expected muon signal in the WCD with the
collected one, constraining in this way either the WCD
properties or the muon energy spectrum. The usual WCD
calibration with atmospheric muons can be improved re-
quiring a coincidence with MARTA RPCs. These studies,
combined with the data collected by an RPC hodoscope
installed in a test WCD at the Observatory site can help
us understand and improve the monitoring tools for each
water-Cherenkov detector in the field equipped with a
MARTA unit [17].
5 Summary and prospects
The MARTA concept for the direct measurement of muons
in air showers has been presented. An RPC-based detector
measures muons with very good space and time resolution
and is shielded by a detector able to absorb and measure
the electromagnetic component of showers. The combina-
tion of the two detectors in a single, compact detector unit
provides a unique measurement that opens rich possibili-
ties in the study of air showers.
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Fig. 13. Combined fit for one event (QGSJET-II.04 proton with θ = 38◦ and E = 1019 eV) in the tank and in the RPC’s total
and fiducial area. The large black dots are the measurements used in the fit. The black line is the sum of the two dashed lines
corresponding to the muonic (blue) and electromagnetic (red) LDFs. The true (simulated) information about the muonic and
electromagnetic signals is shown as smaller dots.
MARTA was designed to fulfill the requirements of
large high-energy cosmic-ray experiments, proposing low
cost units able to operate stably and at high efficiency in
outdoor environments with minimal maintenance and low
power consumption. To provide a concrete and realistic
performance expectations a detailed implementation for
the Pierre Auger Observatory has been developed.
Extensive R&D on RPCs for MARTA was carried out.
Long-term performance tests confirm stable operation with
∼90% efficiency and low gas flow (0.4 cm3/min). About
twenty MARTA RPC units are installed and taking data
in the laboratory and at the field at the Pierre Auger Ob-
servatory. A MARTA mini-array, equipping eight water-
Cherenkov detectors with four RPC modules each, will
be installed at the Pierre Auger Observatory site. Each
MARTA station will count muons with a time resolution
of 5 ns and a position resolution limited by the pad dimen-
sions. In each individual station, the number of muons will
be reconstructed with a bias and resolution below 20% in
a wide range of distances to the shower core.
In a MARTA array, many possibilities arise from the
knowledge of the arrival position and time of muons. In
particular, composition sensitivity is greatly enhanced. Sim-
ulation studies show that the lateral density of muons at
1000 m from the core is measured with a resolution of
10-20% and a bias below 10%, and that differences in the
lateral distribution of muons provide a clear separation
between proton and iron. In addition, the MPD technique
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is applicable to a wider range of zenith angles, and the
associated systematics greatly benefit from the excellent
time resolution. The use of two systems detecting the same
portion of the shower at consecutive depths opens several
possibilities for systematic studies, cross-calibrations and
cross-analyses, benefiting, for example, the sensitivity to
photon primaries.
The MARTA concept for the direct and precise mea-
surement of muons in air showers may find application
in future cosmic-ray experiments, but also in dedicated
arrays for high-energy gamma rays. In this case, RPCs
provide very good space and time resolution, while the
calorimetric detector ensures trigger efficiency and back-
ground rejection. Combined, they can bring the sensitiv-
ity of air shower gamma-ray arrays to lower energies [26].
While the concept applies, developments concerning oper-
ation at very high altitudes will have to be addressed.
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